
TI 221 Technical Information Surface Protection Linings
Issue 18.10.2023

FURADUR LAMINATE A 93
Crack bridging, electrically conductive coating system with excellent chemical resistance. National technical approval by DIBt, Berlin
Z-59.12-12

Material Group
Sealing layers
Tank- / vessel linings - laminates

Base
Furan resin, free of aldehyde

Description
Electrically conductive crack bridging coating system with excellent chemical resistance. It is used for protection of concrete and screed
areas; lining of secondary containments used in buildings and structures used to store, to fill or to handle liquids hazardous to water.
The system OXYDUR UP 82 F LF / FURADUR LAMINAT is applicable for indoor and outdoor secondary containments. It is approved
without restrictions for liquids with danger classes highly flammable, easily flammable and flammable.

Application
Coating of concrete and screed surfaces; lining of secondary containments used in buildings and structures used to store, to fill or to
handle liquids hazardous to water. The whole system OXYDUR 82 F LF / FURADUR LAMINAT is applicable for indoor and outdoor
areas.

Properties
● Electrically conductive
● Crack-bridging up to 0.4 mm (according to DIBt approval)
● High chemical resistance
● Total thickness approx. 3.0 mm

System Design
● Alkadur P 82
● Oxydur UP 82 F LF
● Furadur Laminate
● Furadur LF Thin Coating
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Physical Data
Parameters for the sealing layer
Property [unit], Test method Value
Density [g/cm³], DIN EN ISO 1183-1, ASTM D 792 (Oxydur UP 82 F LF) 1.25
Density [g/cm³], DIN EN ISO 1183-1, ASTM D 792 (Furadur Laminate) 1.20
Density [g/cm³], DIN EN ISO 1183-1, ASTM D 792 (Furadur LF Thin Coating) 1.20
Dissipation resistance [Ohm] to DIN EN 14879-3 at a relative humidity of > 70 %, ASTM F 150/98 ≤ 106

Data are mean values

Chemical Resistance
Extensive resistance to acids, alkalis, salts and salt solutions as well as to solvents, oils and fats.
Please contact our Application Technology Department for approval of the project-specific possible application.

Substrate
Requirements
Application temperature approx. 15–30 °C
Dew point distance > 3 K
Relative air humidity ≤ 60 %

Optimal temperature is 20 °C. Higher and lower temperatures influence the pot life and consistency of the mixtures.
Avoid draughts and solar radiation.
During application, the substrate must be kept dry. No moisture (condensate, mist, etc.) must get onto the material.

Concrete
Refer to DIN EN 14879-1 as well as to STEULER-KCH-Formsheet 010.
To achieve sufficient adhesive tensile strength, the substrate must generally be pre-treated in such a way that it is free of cement slurry,
cement skin, loose and friable parts, structural defects and separating substances.
The residual moisture of cementitious substrates must not exceed 4 %.
The condition of the substrate must be documented by STEULER-KCH-Test-Record 006 (concrete).
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Packaging / Shelf life
All components must be stored and transported dry. For some components special temperature limits for storage and transport apply
(see note). The minimum shelf life applies to a storage temperature of 20 °C, unless otherwise specified. Higher temperatures reduce,
lower temperatures increase the minimum shelf life.

Component Item number Package Content Shelf life
Alkadur-P82-Resin 5035233181 Drum 9.2 kg 24 Months
Alkadur-P82-Hardener 5035232003 Drum 5 kg 24 Months
Alkadur-P82-Additive 5035231045 Can 1.25 kg 12 Months
Oxydur-UP82-Solution 1 RAL 7031 [1] 5034128004 Drum 6 kg 24 Months
Oxydur-UP82-Solution 2 [2] 5034134058 Can 2.4 kg 6 Months
SKC-Filler 5L 5011196017 Bag 12.5 kg 24 Months
Furadur-L-Laminating-Solution 5033021001 Hobbock 25 kg 24 Months
Furadur-Liquid-Hardener [3] 5033017003 Canister 5 kg 24 Months
Furadur-LF-Laminating-Solution 5033022001 Hobbock 25 kg 24 Months
Glass-Fibre-Mat 450 g/m² 9300900388 Roll 1.27 m wide unlimited
Glass-Fleece 30 g/m² 9300900089 Roll 1.00 m wide unlimited
Glass-Fibre-Mat 300 g/m² 9300900390 Roll 1.27 m wide unlimited

For handling, transport and storage observe the relevant safety data sheets.

[1]
The colours may differ slightly from the RAL colour template. Other colours on request.

[2]
Frost-free storage and transport.

[3] Furadur-Liquid-Hardener must be stored and transported above 10 °C! In case of crystallisation, consultation with the laboratory /
application technology is required. Do not sieve the crystals!27
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Mixing Ratio / Consumption
Alkadur P 82 Primer
Component kg/m² Part by weight kg / mix l / mix
Alkadur-P82-Resin 0.149 7.36 9.20 [4] 8.07
Alkadur-P82-Hardener 0.081 4.00 5.00 [4] 4.76
Alkadur-P82-Additive 0.020 1.00 1.25 [4] 1.08
Total 0.250 12.36 15.45
Total consumption approx. 0.25 kg/m² Application steps 1
Mix yields approx. 61.8 m²
Oxydur UP 82 F LF
Component kg/m² Part by weight kg / mix l / mix
Oxydur-UP82-Solution 1 0.818 2.50 6.00 [4] 5.90
Oxydur-UP82-Solution 2 0.327 1.00 2.40 [4] 2.04
SKC-Filler 5L 0.655 2.00 4.80 6.00
Total 1.800 13.20
Glass-Fibre-Mat 300 g/m² for vertical or strongly inclined surfaces
Total consumption approx. 1.80 kg/m² Application steps: 1
Mix yields approx. 7.3 m² Layer thickness approx. 1.5 mm
Furadur Laminate
Component kg/m² Part by weight kg / mix l / mix
Furadur-L-Laminating-Solution 1.238 20.00 5.00 4.20
Furadur-Liquid-Hardener 0.062 1.00 0.25 0.21
Total 1.300 5.25
Consumption for a Glass-Fibre-Mat 450 g/m² + Glass-Fleece 30 g/m²
Consumption laminating solution approx. 1.30 kg/m² Application steps: 1
Mix yields approx. 4.0 m²
Furadur LF Thin Coating
Component kg/m² Part by weight kg / mix l / mix
Furadur-LF-Laminating-Solution 0.200 20.00 5.00 4.20
Furadur-Liquid-Hardener 0.010 1.00 0.25 0.21
Total 0.210 5.25
Total consumption approx. 0.21 kg/m² Application steps: 1
Mix yields approx. 25 m² Layer thickness approx. 0.2 mm

Pot Life
Pot life depends on temperature:

Alkadur P 82 Primer
Temperature Pot life

15 °C approx. 45 min
20 °C approx. 30 min
30 °C approx. 15 min

[4] Pre-dosed package27
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Oxydur UP 82 F LF
Temperature Pot life

20 °C approx. 40 min

Furadur Laminate and Furadur LF Thin Coating
Temperature Pot life

15 °C approx. 40 min
20 °C approx. 30 min
30 °C approx. 15 min

Waiting and curing times
The waiting times between the individual applications depend on temperature:

Alkadur P 82 Primer
Temperature Until further processing

15 °C 12 h
20 °C 8 h
30 °C 6 h

The maximum waiting time between operations is 48 hours at 20 °C.

Oxydur UP 82 F LF
Temperature Until further processing

20 °C 2–4 d

Furadur Laminate
Temperature Until further processing

15 °C 24 h
20 °C 18 h
30 °C 12 h

The finished coating is fully mechanically and chemically resistant at 20 °C after 7 days.

Safety and Disposal
The following points should be observed:
● Sufficient ventilation and venting (especially in pits and tanks)
● No smoking and no fire
● Safety Data Sheets
● Observe hazard warnings and safety instructions on labels
● Wear required personal protective equipment (avoid skin contact with materials)
● Clean and protect hands with skin protection soap (no solvents!) and skin protection cream
● Wear a dust mask when grinding (e.g. for repairs)
● Operating instructions as per § 14 of GefahrstoffV (Toxic Substances Act) and TRGS 507 (Technical regulations for Hazardous

Substances - Germany)
● Accident prevention regulations by the Liability Insurance Association for the Chemical Industries (Germany)
● Avoid direct contact of the materials with the flame, especially during welding work (welding beads) on site

Building site
Preferably consume residual quantities. Do not pour into a spout or dustbin! Collect separately for disposal in durable, lockable and la-
belled containers.
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All information contained in this Technical Information is based on the present state of our knowledge and practical experience. All data
are approximate values for guidance only. A legally binding warranty of certain characteristics or the suitability for a certain purpose of
use cannot be derived from this.
The information given in this Technical Information is our intellectual property. The Technical Information may neither be copied nor
used by unauthorized parties, nor professionally distributed or otherwise made accessible to third parties without our prior consent.
This issue replaces all previous versions.

GISCODE
Product GISCODE
Alkadur P 82 RE90
Oxydur UP 82 F LF PU40
Furadur Laminate SB-F40
Furadur LF Thin Coating SB-F40

Cleaning of Equipment
Tools that are soiled with uncured materials can with Steuler-Universal-Cleaner be cleaned. Only clean in well ventilated areas.
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